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NOTES:

1.  ALL DIMENSIONS SHOWN ARE TO BACK OF CURB
UNLESS OTHERWISE NOTED.

2.  ALL PROPOSED ON-SITE STRIPING SHALL BE
PAINTED WHITE UNLESS OTHERWISE NOTED.

3.  BUILDING DIMENSIONS ARE TO OUTSIDE FACE OF
BUILDING UNLESS OTHERWISE NOTED.

4.  SEE IRRIGATION PLANS BY OTHERS FOR
IRRIGATION SLEEVING AND PAVEMENT PATCHING
LOCATIONS.

5. SHAKE SHACK BUILDING AND "CURB IN" WORK TO
BE PART OF SEPARATE PERMIT SUBMITTAL.

6. PARKING STALL STRIPING SHALL BE 4" PAINTED
WHITE.

3" HMA CL 1/2" P.G. 64-22

CONCRETE PAVEMENT

REGULAR DUTY BITUMINOUS PAVEMENT

6" P.C. CONCRETE PAVEMENT
4" CRUSHED AGGREGATE BASE
SEE SHEET C6.0 FOR CONCRETE PAVEMENT JOINT DETAIL

CONCRETE SIDEWALK

PAVING LEGEND

MILL/RESURFACE

4" CRUSHED AGGREGATE BASE  

4" P.C. CONCRETE PAVEMENT .
4" CRUSHED AGGREGATE BASE
SEE LYNNWOOD STANDARD DETAIL 3-10 ON
SHEET C6.4 FOR CONCRETE SIDEWALK DETAIL

12" COMPACTED STRUCTURAL FILL SUBGRADE

1.5" & VARIES HMA CL 1/2" P.G. 64-22
WITH MAX 3" LEVELING BINDER
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